TYPICAL
PHYSICAL
PROPERTIES

PERSPEX® Cast Acrylic Sheet

Property Test Method Canditions Units Value
Physical

Relative Density 150 1183 g-‘cm’ 1.19
\Water Absorption 150 62 0.2
_
Tensile Strength at Yield 150 527 5MMymin MPa 75
Tensile Strength at Break

Elengation at Yield

Elongation at Break 150 527 5MMymin

Tensile Modulus of Elasticity

Flexural Modulus 150 178 2Mmymin

Flexural Strength at Yield IS0 178 2MMyrmin

Izod Impact Strength 150 180714 notched

Charpy Impact Strength 150 179 unnotched

Impact Falling Weight

Rockwell Hardness IS0 2039-2
_
Service Temperature C -40 to B0
Heat Distortion Temperature

Vicat Softening Temperature 150 306 "C =110
Coefficient of Thermal
Expansion

Thermal Conductivity
Specific Heat Capacity
_
Light Transmission ASTM D-1003 Imm sheet % =92
Refractive Index IS0 48904 1.4
Yellowness Index

Haze
_

slectric Strength IEC 243 k\Vimm-1
5unaue Resistivity IEC 93 0 m-2

ASTM D-696 MMmeC 0.077

Other roperties and values available on r

Flammability

BS 476 Part 7 Class 3

UL 54 HB
MFP 92-307 M4 (without drips)

A LSV oX3d5H3d



